Safe Work Procedure # 144
Operating a wood lathe
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	Room#________________________

Teacher’s Name:_____________________________________
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Hazards Present: cut, hand or arm injury, discharged object, entanglement
Notes: Do not wear jewelry, or loose clothing. Tie hair back.
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Personal protective equipment (PPE) required:

CSA approved 
safety glasses, Hearing protection

	Additional Training Requirements or notes (instructor to insert information if necessary):

1. Never leave the machine running unattended.

2. Before making adjustments switch off and bring the machine to a complete standstill.

3. Keep the tool rest adjusted close to the work and at the correct height.

4. Adjust speed to suit the diameter of the work and turning operation.

5. Stop the lathe and remove all tool rests before sanding.


	NOTES:  This procedure includes a practical demonstration by the teacher. Teachers must be confident that the student understands the procedure.                                                                                                                                                                                                                                                                                                                                                                                                          


	  Locate and ensure you are familiar with the operation of the ON/OFF starter and E-Stop 
Check that all guards are in position.
Ensure the workpiece has been suitably prepared for the lathe operation. 

Workpiece must be securely fastened to face plate, chuck or between centres. 

Adjust speed to suit the diameter of the work and turning operation. 

Rotate the workpiece by hand to check clearance between tool rest and bed. 

Ensure the cutting tools are sharp and in good condition. 
Start the dust extraction unit before using the machine. 
Switch off the machine. 
Return all chisels and other tools to racks.
Remove all tool-rests and place in rack.
Leave the machine in a safe, clean and tidy state.


	Guidance documents:

Manitoba Workplace Safety and Health regulation
· 2.1 Safe Work Procedures

· 6.1Personal Protective Equipment

School Division Policy:


	DO NOT OPERATE WITHOUT TEACHERS PERMISSION
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