MAST

SAFE WORK PROCEDURE

	Job Name:

Bench Drill Press
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	industrial safety glasses, steel toe boots


Hazards Present

	N/A


	Caught In


	Caught In


	N/A


	Flying metal chips and string.


	N/A


Safe Work Procedure

	1
	Turn off wall mounted on/off switch prior to making adjustments to drill press
	N/A


	2
	Set proper speed for material to be drilled and drill bit size by adjusting pulleys located above motor housing. Motor housing is mounted on a pin type hinge and can be pulled in to release tension on pulley so that speed can be adjusted.
	Install interlocks in pulley housing to ensure that electricity is turned off when pulley housing is opened. Make sure that bench drill press on/off switch is turned to the off position and main wall switch is --turned off before adjusting pulleys.


	3
	Once pulley has been adjusted and pulley housing closed, select drill bit up to 1/4 inch and secure in chuck with chuck tool.   
	Make sure that bench drill press on/off switch is turned to the off --position and main wall switch is in off position before attempting to install drill bit in chuck.   


	4
	Secure material to be drilled in material vice. 
	N/A


	5
	Turn on wall mounted on/off switch. Turn bench drill press on/off switch to on position. Rotate drill press handle toward you pushing --rotating drill into material.
	Training in the operation and maintenance of the bench drill press should be mandatory for all authorized machine shop personnel.


	6
	Turn drill and main power switch off and remove drill bit from chuck and clean up drill cuttings on drill press and floor.
	N/A


END OF SAFE WORK PROCEDURE
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