MAST

SAFE WORK PROCEDURE

	Job Name:

5 Carpet cleaning with a carpet extractor
	Facility:

St. James-Assiniboia
	Analysis By:

Paul Deacon


General Notes: The carpet extractor is used to remove soil and detergent residue from carpets that have been cleaned using the bonnet cleaning method. No chemicals are added to the extractor as they tend to damage the machine. Only clean water is used in the carpet extractor in our school division.
Personal Protective Equipment

	


Hazards Present

	The machine could fall and cause an injury


	


	Electrical shock


	


	Trip


	


	The dirty water may contain detergent residue or some unknown substance.


	


Safe Work Procedure

	1
	Lower the machine to expose underneath the front end. Check to ensure the nozzles are not clogged. Check to ensure the rotating brush is free from debris such as string or carpet fragments.
	Secure the machine in the tilted position.


	2
	Fill the clean water tank with hot clean water using a hose or a bucket.
	


	3
	Plug in the machine
	Make sure the ground prong has not been removed from the plug. Dry your hands before you plug anything into an electrical outlet.


	4
	Turn on the vacuum, brush, and pump.
	


	5
	Extract residue from carpet by pulling the machine backwards. 
	Make sure you know where the electrical cord is so you don't trip or run over it. If a second person is available they may hold the cord as you walk backwards.


	6
	Continue in this manner until the carpet is cleaned.
	


	7
	Empty the dirty water from the recovery tank using a floor drain or a bucket
	Wear goggles and rubber gloves while emptying the tank.


	8
	Clean out the machine with clean water to prevent the nozzles from becoming clogged.
	


END OF SAFE WORK PROCEDURE


Page 1

