MAST

SAFE WORK PROCEDURE

	Job Name:

Deburring Machine
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety Glasses, Steel Toe Shoes


Hazards Present

	N/A


	Back Injury--Cut--Hand


	N/A


	N/A


	N/A--


	N/A


	N/A


Safe Work Procedure

	1
	Deburring Machine is used for taking the burr (sharp edge) off of sheet metal up to ten guage in thickness. 
	N/A


	2
	Metal to be Deburred is carried to the Deburring machine either by hand carrying or rolling on a hand cart 
	Training workers in proper lifting technigues--Personal protective equipment (PPE) should include the following; Leather Gloves


	3
	Main breaker for Deburring machine is turned on and machine power switch is turned to the on --position
	N/A


	4
	Material to be deburred is inserted into 1/4 " --opening that runs horizontally across the front of the machine and is pushed back up against the material guide and moved slowly from left to right. Deburring blade makes slight contact with the --metal on the way through and removes Burr. --Because of the design of this machine and the slight contact that is made with the blade the probability of kickback is minimal.
	Training in the proper operation and maintenance of the Deburring --machine should be mandatory for all authorized machine shop --personnel. --


	5
	Forward material support is in place for larger --pieces of material  
	N/A


	6
	Top cover can be opened to remove burr scrap which deactivates machine with built in interlocks. Main power should be shut down before opening cover.
	N/A


	7
	Main power is turned to off position and machine power is deactivated
	N/A


END OF SAFE WORK PROCEDURE
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