MAST

SAFE WORK PROCEDURE

	Job Name:

Euromac CNC Punching Center
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety Glasses, Steel Toe Shoes


Hazards Present

	N/A


	N/A


	Pinch


	Back Injury--Cut


	Cut


	Back Injury--Cut


Safe Work Procedure

	1
	Euromac Punching Center is a fully programmable machine which is designed to edge cut, corner cut and  punch sheet metal  
	N/A


	2
	Main power is turned off at main power switch and on machine
	N/A


	3
	Punch is selected and mounted in Euromac Punch chuck.
	Caution must be taken when mounting punch in chuck. Spring loaded  chuck can pinch hand and or fingers between chuck and cutting deck. 


	4
	Sheet metal is loaded onto machine deck and main power and machine is turned on, calibrated and programmed in manual mode to prevent --machine from turning on. 
	When handling larger Sheets of metal, material should be moved on a material cart or operator should ask for assistance. --Personal protective equipment (PPE) should include the following; Leather Gloves for moving metal to prevent cut to hand--Training workers in proper lifting techniques


	5
	Once machine is switched to automatic and start mode, punching action is fully automatic. Machine moves metal to desired area under punch. Punch does not move. For larger pieces of material that can hang over cutting table operator must stand back to avoid being struck and cut by moving sheet metal
	Training in the correct operation and maintenance of the Euromac Punching Center should be mandatory for all authorized machine shop--personnel. 


	6
	Once metal is punched and machine ceases --operation, power is turned off at main power switch and on machine and metal is slid off of cutting deck and either hand carried or rolled to next operation.
	Training workers in proper lifting techniques--Personal protective equipment (PPE) should include the following; Leather Gloves 


END OF SAFE WORK PROCEDURE
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