MAST

SAFE WORK PROCEDURE

	Job Name:

Fueling of Vehicles
	Facility:

Lakeshore
	Analysis By:

keith


General Notes: 

Personal Protective Equipment

	


Hazards Present

	Collision--Fire--Fume-Toxic--Ignition--Vapor-Flammable


	Equipment Damage   Low clearance.  Limited space.


	Fire


	Equipment Damage


	Spill--Trip


	Spill--Fire


	Spill--Fire--Exposure


	


	


	Collision


	


Safe Work Procedure

	1
	Remove passengers before entering fuel area
	Inspect immediate area before entry--Match the employee to the task--Monitor traffic flow--Proper operating procedure should be followed


	2
	Position vehicle safely at fuel location
	Entry procedures shall include access evaluation and exit clearance


	3
	Shut vehicle off
	Proper operating procedure should be followed


	4
	Choose appropriate fuel type
	Proper operating procedure should be followed--Use the correct fuel for your type of vehicle


	5
	Make pump operational and insert nozzle
	Match the employee to the task--Monitor stretched hose and keep others away from this area--Proper operating procedure should be followed--Use the correct positioning of the vehicle adjacent to the pump--Wash hands


	6
	Fill to recommended level
	Monitor fuel flow to prevent overfill and be aware of temperature extremes.


	7
	Reinstall filler cap
	Proper operating procedure should be followed--Use the correct procedures and contact fire dept. and environment after a major spill.


	8
	Return nozzle/hose to pump
	


	9
	Shut off pump as per design
	


	10
	Drive away
	Monitor traffic and pedestrians. Defensive driving


	
	
	


END OF SAFE WORK PROCEDURE
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