MAST

SAFE WORK PROCEDURE

	Job Name:

Horizontal Band Saw
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety Glasses, Steel Toe Shoes 


Hazards Present

	N/A


	N/A


	Back Injury--Cut


	Back Injury--Cut


	Mechanical Energy--Cut


	N/A


	N/A


	N/A


	Back Injury--Cut


	Eye


Safe Work Procedure

	1
	Horizontal Band saw is used exclusively for cutting bar and cylinder  stock and  angle iron. Band Saw blade assembly is hinged on one end and is set up to run horizontally. Cutting pressure is created by weight of blade assembly.        
	N/A


	2
	Main Power is turned off at switch and machine power switch is turned off.
	N/A


	3
	Hinged blade assembly is lifted on un hinged end and locked into position with blade lock which holds blade above material vice. 
	Band Saw blade assembly is heavy and should be lifted properly to avoid back strain. Blade is exposed and contact with blade should be avoided  when lifting and locking blade.


	4
	Bar,Cylinder or Angle stock is selected from --material rack and hand carried to band saw, --placed in vice and hand tightened.
	Install guard(s) above material vice on machine frame to keep hands away from blade when setting up material in vice. Blade is not running when material to be cut is being setup in machine, but, blade is --extremely sharp and hands are placed under blade to secure in vice.--Training workers in proper lifting techniques for carrying material from racks.--Heavier loads should be moved to and from band saw on rolling --material cart. 


	5
	When material is properly secured in vice, band saw is turned on and blade assembly is lifted (blade lock automatically disengages when blade is lifted)--and blade is lowered onto metal and cutting --begins.  
	Horizontal band saw is very powerful and loose clothing should not be worn when operating this machine.--Contact with machine blade when in operation should be avoided.--Operator should not attempt to adjust machine or material when --machine is running.--


	6
	Water soluable cutting oil is automatically --dispensed over band saw blade once cutting --operation commences.
	N/A


	7
	Band saw automatically shuts off when cutting operation is complete.
	N/A


	8
	Once cutting operation has stopped, main power is shut down and machine on/off switch is turned off. 
	N/A


	9
	Band saw blade is lifted and locked into position and material in vice and material that has been cut are removed from machine.
	Band Saw blade assembly is heavy and should be lifted properly to avoid back strain. Blade is exposed and contact with blade should be avoided during material loading and unloading.


	10
	Although cutting oil generally reduces the quantity of airborne  cutting chips, safety glasses should be worn during operation and cleanup of the--Horizonal Band Saw. 
	Personal protective equipment (PPE) should include the following; --Safety Glasses and Steel Toe Shoes.--Training in the operation and maintenance of the Horizontal Band saw should be mandatory for all authorized machine shop personnel. --Training workers in proper lifting technigues


END OF SAFE WORK PROCEDURE
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