MAST

SAFE WORK PROCEDURE

	Job Name:

191 Hot water parts washer
	Facility:

Kelsey S.D
	Analysis By:




General Notes:  No lighters, matches or cell phones are allowed in the shop area.  Long necklaces, bracelets and rings should be removed.  Long hair should be tied back.  Strings and hoods hanging from pullovers/sweaters should be removed or tucked inside of coveralls.
Personal Protective Equipment

	 CSA approved steel-toed footwear, CSA approved safety glasses or goggles, 100% cotton coveralls preferred, leather gloves for removing hot parts from parts washer, and hearing protection


Hazards Present

	Tripping, slipping or falls


	Electrical shock--Skimming tank will over flow and create slippery floors if not emptied before use.--


	Heavy parts can pinch or cause crushing injuries.


	Scalding from hot steam--Burns from hot parts--


	Clutter/slippery floor can cause trips, slips and falls--Faulty equipment can cause injury or death--


Safe Work Procedure

	1
	Inspect work area for hazards such as clutter or spills.
	Remove clutter, clean up spills, practice good house keeping.


	2
	Inspect equipment for damage or fault / check electrical cord for damage or deterioration prior to plugging in, empty skimming tank before use.  Once a week add detergent to parts washer, follow manufacture's instructions as to how much detergent.
	Report any fault or defect to supervising teacher immediately.  Read and follow procedures described in the operation manual.  If not sure ask teacher/instructor.


	3
	Load parts into hot water parts washer, heavy parts should be loaded securely on rotating rack.  Small parts must be contained in steel baskets to prevent them from moving and jamming in the machine.  Close the door and set controls to the desired cycle and time.
	Read and follow instruction manual for loading.  Wear required PPE; CSA approved footwear and protective gloves.


	4
	Ensure that controls are in the off position before opening door(s).  Remove cleaned parts.
	Stand away from the door when opening, allowing steam to escape and preventing scalding.  Wear protective leather gloves to prevent burns from hot parts.  Or allow parts to cool completely before removing from the parts washer


	5
	Tidy work area and make sure that machinery is still in good working order for the next user.
	Practice good house keeping.--Service and maintain power equipment.--


END OF SAFE WORK PROCEDURE
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