MAST

SAFE WORK PROCEDURE

	Job Name:

Jointer (SJSD)
	Facility:

St. James-Assiniboia
	Analysis By:




General Notes: USE ONLY WITH TEACHER'S PERMISSION.  This safe work procedure includes a practical demonstration by the teacher.  The Jointer is used for squaring rough material.  It is used to plan only two surfaces; a wide surface and an edge.  The jointer prepares a piece of lumber for the thickness planer and the mitre saw.  SEE PICTURE UNDER ATTACHMENT.
Personal Protective Equipment

	Safety glasses


Hazards Present

	A serious injury to your hand could happen including your fingers being cut off!


	A serious injury to your hand could happen including your fingers being cut off!


	


	


	


	


Safe Work Procedure

	1
	Hold the material firmly against the table and fence
	Never joint end grain or round material


	2
	If the material is lower than the fence...
	...Use two push-sticks; one on the side of the board and one on the top.


	3
	Your hands should never cross the blade
	


	4
	Keep your hands a minimum of 10 cm from the cutting head
	


	5
	All stock to be surfaced must be at least 20 cm in length
	


	6
	The maximum cut for the edge of the board is 4 mm and the surface is 2 mm
	If you are unsure about anything, ask the teacher for help.


END OF SAFE WORK PROCEDURE
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