MAST

SAFE WORK PROCEDURE

	Job Name:

24 Lawn mower operation
	Facility:

St. James-Assiniboia
	Analysis By:

Paul Deacon


General Notes: Only approved gas cans may be used. 
Personal Protective Equipment

	Safety Shoes, safety glasses, long pants, hearing protection


Hazards Present

	Discharged Object--Collapse


	Lightning--Slip


	Fire


	Discharged Object


	


	


	Muscle Strain


	Fall


	


Safe Work Procedure

	1
	Inspect the area to be cut
	Clear the area of debris such as rocks, twigs, toys etc.


	2
	Make sure weather conditions are acceptable for cutting grass
	Follow established procedures, do not cut grass if it is too wet, do not cut grass during an electrical storm


	3
	Check fuel level and fill if necessary
	Follow established procedures, never add fuel until the lawnmower engine has cooled


	4
	Make sure all hardware is tight, safety devices are in place and all adjustments are correct.
	Personal protective equipment (PPE) should include the following; long pants, eye protection, steel toed footwear, hearing protection


	5
	Turn the switch on the engine to the "ON" position
	


	6
	If the engine has a primer button push it 5 times, waiting 2 seconds between each push.
	


	7
	Start the engine by rapidly pulling the recoil-start rope.
	Assess muscle strength


	8
	Cut lawn
	Operate a walk-behind mower across the face of slopes, never up and down slopes. Avoid sudden turns or maneuvers.


	9
	Turn the switch on the engine to the "OFF" position.
	


END OF SAFE WORK PROCEDURE
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