MAST

SAFE WORK PROCEDURE

	Job Name:

Metal Toolroom Lathe
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	industrial safety glasses, steel toe boots


Hazards Present

	N/A


	N/A


	N/A


	N/A


	N/A


	Cut--Struck By


	Cut--Eye


	N/A


	N/A


	Cut--Eye--Mechanical energy


Safe Work Procedure

	1
	Main power supply is turned off.
	N/A


	2
	Lathe pulleys are manually adjusted to increase or--decrease RPM's. Pulley system is fully machine guarded in cabinet. Interlocks which deactivate lathe when pulley cabinet is opened are in place. ----
	N/A


	3
	Metal Toolroom Lathe is used only for small jobs.
	N/A


	4
	Chip guard is in place which prevents metal that is being removed from stringing and whipping.
	N/A


	5
	Stock to be tooled is mounted in chuck and chuck is tightened.
	N/A


	6
	Material that is in excess of 2" away from chuck must be secured by live center.
	Proper operating procedure should be followed--


	7
	Install proper sized chip breaker so that tooled--metal does not string.
	Use chip breaker so  that tooled metal does not string and whip.


	8
	Install correct cutting tool in tool carriage.
	N/A


	9
	Set correct cutting speed.
	N/A


	10
	Turn main power and lathe on and begin tooling metal
	Training in the operation and maintenance of the Toolroom Lathe should be mandatory for all Machine Shop employees. --Training workers in proper lifting techniques


END OF SAFE WORK PROCEDURE
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