MAST

SAFE WORK PROCEDURE

	Job Name:

2 Mopping floors
	Facility:

St. James-Assiniboia
	Analysis By:




General Notes: Always check equipment and supplies before mopping. Obtain a rollable mop bucket, mop, cleaning solution and "WET FLOOR" signs from a designated storage area. Visually inspect the mop bucket for damage, holes and/or cracks. Ensure that the wheels are free of debris and roll and swivel freely. Read the workplace label on the cleaning solution to ensure proper use. 
Personal Protective Equipment

	Slip-resistant footwear, rubber gloves


Hazards Present

	Chemical-Corrosive


	Back Injury


	Spillage of any water and cleaning solution. Sudden "spring-back" of wringer handle


	Muscle Strain


	Slip--Fall


	


Safe Work Procedure

	1
	Mix part solution to part water in the mopping bucket.  Use cleaning solution as directed from container label.
	Wear goggles when pouring the cleaning chemical into the water. Always wear gloves and slip-resistant footwear for all steps in this procedure.


	2
	Place "WET FLOOR" signs along all the borders of the cleaning area. Lock off area to be mopped. Place the mop into the mopping bucket and push the bucket using the mop handle down the right side of the hallway to the cleaning area. If the mop bucket does not have wheels, bend at the knees and grasp the bucket handle with the left hand to lift.  Grasp the mop handle with the right hand close to the mop head.  Do not drag the mop along the floor. Take the mop bucket to the cleaning area.  
	Remember, a mop and pail of water can weigh over 50 pounds (22kg)  If it is too heavy for you find a safer way to move the bucket.


	3
	To wring out mop: Grasp mop handle with both hands and place the mop handle into the wringer assembly. Hold the mop handle with the left hand and grasp the wringer with the right hand. Apply downward pressure to wringer handle, wringing the mop head.
	Release the wringer handle slowly. Do not release the wringer handle until it has returned to the open position.


	4
	Mop the floor using a figure 8 motion. 
	Do not attempt to mop an area that is too wide. 


	5
	Leave signs out in the cleaning area until the floor surface is completely dry.
	


	6
	Remove wringer assembly from mop bucket. Slowly pour the dirty water down the sink drain to prevent spillage onto the floor. 
	


END OF SAFE WORK PROCEDURE
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