MAST

SAFE WORK PROCEDURE

	Job Name:

Paint Booth
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety Glasses, Face Shield, Steel Toe Shoes 


Hazards Present

	N/A


	N/A


	N/A


	Burn-Chemical


	Chemical-Irritant


Safe Work Procedure

	1
	Paint Booth is used for painting and treating and cleaning metal components prior to welding
	N/A


	2
	Extensive inventory of solvents, thinners, acids and paint additives are stored in approved storage cabinets in Paint Booth Room. Consult MSDS --library before using any materials stored in paint booth.
	N/A


	3
	Paint Booth Filter exhaust system is activated prior to performing any paint booth operations 
	N/A


	4
	Because of the varied painting and cleaning --related operations applicable to the Paint Booth, --exposure hazards and control classes will be the primary portion of this JSA  
	


	5
	Because of the varied painting and cleaning --related operations applicable to the Paint Booth, --exposure hazards and control classes will be the primary portion of this JSA  
	Ventilation: Filtered Exhaust system--Personal protective equipment (PPE) should include the following; Half Face Respirator, Rubber Gloves, Rubber Apron and Safety Glasses or Full Face Shield--Training workers in proper lifting techniques--Training in the proper use of all chemical components as well as --operation and maintenance of the Paint Booth area should be mandatory for all authorized machine shop personnel 
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