MAST

SAFE WORK PROCEDURE

	Job Name:

14 Portable Stage set-up
	Facility:

St. James-Assiniboia
	Analysis By:

Paul Deacon


General Notes: Parent volunteers often help with this procedure. However, a qualified employee, such as a caretaker, must inspect the set-up to ensure a collapse of the stage does not occur.
Personal Protective Equipment

	


Hazards Present

	Collision


	Loose metal flashing may be sharp and cause a severe cut


	Back Injury, muscle strain. foot injury


	Collapse


	Back Injury--Muscle Strain


	


	


	


	If stage will two tiered, lift an assembled section from the floor and place it on the assembled stage. Take care to ensure legs are "locked" into place and are not positioned on the stage in a manner that my cause a stepping hazard.


	


Safe Work Procedure

	1
	Roll dolly holding stage sections into place
	Stage section may weigh 80-100 pounds each. A typical dolly hold 10 sections for a total weight of 800-1000pounds. Therefore  use a buddy system, always have at least two people setting up staging sections.


	2
	Inspect section of stage to be lifted for loose aluminum flashing, loose or missing hardware.
	Tagout sections that need repair, do not use.


	3
	Lift one section of staging from the left side of the dolly and place on the floor and hold it in an upright position.
	Assess muscle strength, test to see if you will be able to lift the heavy section.--Buddy system--Follow established procedures for lifting, keep back straight, bend knees--Personal protective equipment (PPE) should include the safety footwear


	4
	Move legs into upright position, starting with the legs nearest the floor, followed by the legs farthest from the floor. Make sure the legs "lock" into position. IMPORTANT: Insert cotter pins into the locking leg extensions to secure them into position.
	Leg extensions must be secured with cotter pins.


	5
	Rest the stage section on the now extended legs.Using a person on each end of the section, lift the table into the upright position.
	Buddy system, coordinate timing of lifting procedure with each other.--Assess muscle strength


	6
	Repeat steps 2 to 6, only this time lift the section of staging from the right side of the dolly. Continue repeating step 2-5, alternating left to right until all sections have been removed
	


	7
	IF STAGE SECTION MUST BE MOVED...
	


	8
	Lift one end and place a creeper underneath.. Repeat for the other end. Place third creeper under center legs and roll into position. Place sections in position and connect them with the connecting device located under the edge of the staging. Repeat this procedure until all all sections for the bottom level are interconnected
	


	9
	If stage will two tiered, lift an assembled section from the floor and place it on the assembled stage. Take care to ensure legs are "locked" into place and are not positioned on the stage in a manner that my cause a stepping hazard.
	Follow established procedures


	
	
	


END OF SAFE WORK PROCEDURE
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