MAST

SAFE WORK PROCEDURE

	Job Name:

Powermatic Table Saw
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety Glasses, Face Shield, Steel Toe Shoes 


Hazards Present

	N/A


	N/A


	N/A


	Back Injury


	N/A


	Amputation--Cut--Hand


	N/A


	N/A


Safe Work Procedure

	1
	Powermatic Table Saw is used primarily to cut both Plastic and wood
	N/A


	2
	Table Saw Blade can be exchanged for different types of material and blade can be raised or--lowered depending upon thickness of material
	N/A


	3
	Material guides are set up for type of angle of to be made 
	N/A


	4
	Material is carried or pushed on hand cart to table saw
	Training workers in proper lifting techniques


	5
	Main power is turned on and  machine on off switch is activated 
	N/A


	6
	Material is pushed up against material guides and pushed under blade guard and slowly and evenly fed into blade until cut is complete 
	Training in the operation and maintenance of the Powermatic Table Saw should be mandatory for all authorized machine shop personnel.--Extreme caution should be taken to make sure that material does not pinch blade as cut is completed. Resultant kick back of material could result in severe injury to operator. Extreme caution should be exercised at all times to avoid hand and or finger contact with blade during cutting process 


	7
	When cut is complete, power switch is deactivated and blade allowed to come to a complete stop before removing cut material
	N/A


	8
	Main power is deactivated and Table Saw bench is cleaned up with a hand sweeper and dust pan
	N/A


END OF SAFE WORK PROCEDURE
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