MAST

SAFE WORK PROCEDURE

	Job Name:

Punch Grinder for Euromac Punch
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety Glasses, Steel Toe Shoes


Hazards Present

	N/A


	N/A


	N/A


	Eye--Cut


	N/A


Safe Work Procedure

	1
	Euromac Punch Grinder is for sharpening Punches for Euromac Punch. Punches have surface area of approximately .5 " x .5" 
	N/A


	2
	Ensure that main power switch is in the off position. Punch is mounted in Chuck vertically and--tightened
	N/A


	3
	Punch is raised until contact with Grinding Wheel  is made and then backed off one thousanth of an inch.
	N/A


	4
	Grinder is turned on and punch is raised until light contact is made with grinder. Punch is passed under grinder several times while increasing grinder wheel pressure until edges of punch have been sharpened.  
	Flying particles of fractured grinding wheel if wheel is contacted to --heavily by punch.  --Training in the proper use and maintenance of the Punch Grinder should be mandatory for all personnel authorized to use the Machine Shop.--Training workers in proper lifting techniques


	5
	Turn main power switch to off position and remove punch
	N/A


END OF SAFE WORK PROCEDURE
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