MAST

SAFE WORK PROCEDURE

	Job Name:

Replacing a light ballast (LSD)
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety glasses, gloves, bump cap


Hazards Present

	


	Fall


	Debris falling into eyes


	Cut to hand


	Electrical shock


	Cut to hand


	Being struck by falling ballast


	


	Cut or puncture finger


	Cuts


	Burn from electrical flash


	Burn from electrical flash


Safe Work Procedure

	1
	Deenergize circuit
	Locate electrical panel and switch off appropriate circuit breaker


	2
	Remove lens and/or lamps
	Place ladder as per ladder instruction, use fall restraint as required


	3
	
	Wear safety glasses


	4
	
	Wear gloves, watch for sharp edges on fixture


	5
	
	Test for the presence of electrical current


	6
	Open light fixture
	Wear gloves, watch for sharp edges on fixture


	7
	Disconnect and remove ballast
	Wear bump cap, ensure firm grip on ballast


	8
	Verify correct replacement ballast
	


	9
	Install and connect replacement ballast
	Wear gloves, watch for sharp edges


	10
	Close up fixture and replace lamp and/or lens
	Wear gloves, watch for sharp edges


	11
	Turn off circuit breaker
	Wear gloves and safety glasses, look away from electrical panel when turning on circuit breaker


	12
	Test light fixture
	Wear gloves and safety glasses, look away from switch when turning on


END OF SAFE WORK PROCEDURE
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