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General Notes: 

Personal Protective Equipment

	Safety Eyewear, Safety Footwear, Cloth Gloves, Leather Gloves, Face Shield, Hearing Protection


Hazards Present

	a) Electrical shock/burn due to energized electrode--b) Damage to workpiece due to installation of incorrect electrode--c) Hand/finger contusion due to tool slippage from installing or adjusting electrodes


	a) Bodily injury from incorrect power supply settings--b) Damage to workpiece from calling up wrong schedule and setting incorrect power supply


	a) Strain/sprain from heavy and/or awkward workpiece or fixture--b) Foot injury from dropping workpiece--c) Damage to workpiece from incorrect set up--d) Hand/finger laceration from edge of workpiece--e) Hand/finger contusion from tool slippage while tightening fixture


	a) Strain/sprain from heavy and/or awkward workpiece--b) Foot injury from dropping workpiece or fixture--c) Trip/fall in area around Spot Resistance Welder--d) Hand/finger laceration from edge of workpiece--e) Hand/finger contusion from tool slippage while loosening fixture


Safe Work Procedure

	1
	Replace/install and adjust electrodes
	a) Ensure Resistance Spot Welder power to arc is electrically de-energized--b) Consult Op Schedule for correct electrode--c) Use correct tool and wear recommended gloves


	2
	Call up Op Schedule on Resistance Spot Welder and set power supply settings
	a) Check power supply settings before each welding operation and ensure they are properly set--b) Refer to Shop Order for correct Op Schedule and power supply settings


	3
	Set-up workpiece on fixture
	a) Use mechanical hoist or get assistance from co-worker to set-up/adjust workpiece on fixture--b) Wear recommended footwear--c) Workpiece should be clean and secure to fixture.  Wear cloth gloves when handling workpiece.--d) Wear recommended gloves when handling workpieces with sharp edges--e) Use correct tool and wear recommended gloves


	4
	Remove workpiece from fixture and transport to inspection
	a) Use mechanical hoist or get assistance from co-workers to transport workpiece--b) Wear recommended footwear--c) Clean/clear work area/surfaces of unused tools/materials.  Remove dust/debris regularly--d) Wear recommended gloves when handling workpieces with sharp edges--e) Use correct tool and wear recommended gloves


END OF SAFE WORK PROCEDURE
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