MAST

SAFE WORK PROCEDURE

	Job Name:

Surface Grinder
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	industrial safety glasses, steel toe boots


Hazards Present

	N/A


	N/A


	Cut--Eye


	N/A


	N/A


	N/A


	N/A


	N/A


	Cut


	Eye


	N/A


Safe Work Procedure

	1
	Wall mounted main power switch is turned off.
	N/A


	2
	Grinding wheel dressing tool is installed using --diamond coated dressing tool which is installed and held in place with electromagnetic field. 
	N/A


	3
	Main power and machine power switch turned to on position. Grinding wheel is dressed.
	Install guard(s) Machine guards should be installed to prevent flying particles should grinding wheel fracture. --Training in the correct usage and maintenance of the surface grinder should be mandatory for all machine shop employees. --


	4
	Material is placed on material guide, manual stops are put into place and electromagnetic switch is activated which holds material in place.--
	N/A


	5
	Material is sparked (passed under grinding wheel until light contact is made) to determine proper depth setting. 
	N/A


	6
	Turn on and adjust cooling oil (cutting --solvent) delivery system to cool part being tooled.
	N/A


	7
	Set reverse interlocks on material guide (automatically move guide back and forth for smooth operation) to desired tolerance.
	N/A


	8
	Grinding wheel is turned on.
	N/A


	9
	Material is manually passed under grinding wheel by turning material guide handles left to right and right to left.   
	Install guard(s) Machine guards should be installed to prevent flying particles should grinding wheel fracture or material becomes dislodged. 


	10
	Grinding wheel pressure is increased by raising --material guide  by turning wheel which elevates and lowers guide as necessary until job is--completed. 
	Install guard(s) Machine guards should be installed to prevent flying particles should grinding wheel fracture or material becomes dislodged.


	11
	Grinding wheel is turned off, cooling oil pump is turned off, electromagnet is turned off releasing material, material is removed and main power is turned off.
	N/A


END OF SAFE WORK PROCEDURE
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