MAST

SAFE WORK PROCEDURE

	Job Name:

Thickness Planer (SJSD)
	Facility:

St. James-Assiniboia
	Analysis By:




General Notes: USE ONLY WITH TEACHER'S PERMISSION.  This safe work procedure includes a practical demonstration by the teacher.  The Thickness Planer is used for dimensioning lumber to a specific thickness.  It should be used after you have jointed one edge and one surface.  SEE PICTURE UNDER ATTACHMENT.
Personal Protective Equipment

	Safety glasses


Hazards Present

	You may lose control of the stock


	A serious injury to your hand and/or arm could happen


	


	Your face may be injured


	


	


	


Safe Work Procedure

	1
	Feed the lumber into the planer
	Never feed lumber side by side into the thickness planer.  Plane only one board at a time.  Your hands should never come within 10 cm of the throat


	2
	If your board becomes jammed...
	...Push it through with a push-stick or ask the teacher for help


	3
	Do not lower the bed while the motor is running
	


	4
	Do not look into throat of the thickness planer
	


	5
	All boards to be planed must be at least 20 cm in length
	


	6
	Only surface 3 mm per cut
	Never plane a board thinner than 6 mm without a backer board


	7
	The only adjustment that can be made while the planer is running is the depth of cut
	


END OF SAFE WORK PROCEDURE
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