MAST

SAFE WORK PROCEDURE

	Job Name:

Tig Welder
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Industrial Safety Glasses, Welding Hood, Steel Toe Shoes, Welding Apron, Welding Gloves


Hazards Present

	N/A


	N/A


	Explosion-Pressure Container


	N/A


	N/A


	Burn-Chemical


	Fume-Irritant


	Eye


	Electrical Energy


	N/A


	


Safe Work Procedure

	1
	Close light curtain at entrance to welding shop to protect shop personnel from momentary exposure to arc.
	N/A


	2
	Activate ventilation hood or swing arm fume extractor for type of welding to be done (swing arm is for welding to be performed on tabletop only)
	N/A


	3
	Turn Argon Compressed Gas Cylinder Regulator on
	Proper training in Welding Gas usage, transportation and storage should be mandatory


	4
	Turn Welder on with master wall switch and switch  on / off switch
	N/A


	5
	Put on Welding hood, Arm protection, Welding apron and gloves  
	N/A


	6
	Prior to welding, metal parts are treated with--Phosphoric Acid in paint booth 
	Ventilation- paint booth is very well ventilated--Spill control should include the following; Parts should be treated in metal pan in sink to avoid spills--Personal protective equipment (PPE) should include the following; Apron, Rubber Gloves and Eye protection--Residual Phosphoric acid should be reused or disposed of properly


	7
	Weld Metal
	Ventilation Fume Hood and Swing Arm Fume Exhauster


	8
	Welded Joint is finished with hand held grinder 
	Training in the use of a handheld grinder


	9
	Gas and Electrical is operated by an unguarded foot switch
	Training Properly trained in the use of a TIG welder--Training Lifting training should be implemented for personnel --performing TIG welding


	10
	TIG system has closed loop cooling system
	N/A


	11
	Return power switch to off position
	


END OF SAFE WORK PROCEDURE
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