MAST

SAFE WORK PROCEDURE

	Job Name:

Vertical Bandsaw (KSD)
	Facility:

Kelsey S.D
	Analysis By:




General Notes: 

Personal Protective Equipment

	Safety Glasses, Steel Toe Shoes, Leather Gloves (optional)


Hazards Present

	


	


	Back Injury - cut - hand


	


	


	Cut - Eye - Hand


	


Safe Work Procedure

	1
	Vertical Band-saw is used for cutting different materials such as plastic, wood and metal
	


	2
	Main power is turned off and machine On/Off switch is deactivated.
	


	3
	Material is carried or pushed to Vertical Band Saw on hand cart.  Material Guide is adjusted for type of cut to be made.
	Training workers in proper lifting techniques.  Personal protective equipment (PPE) should include the following:  Leather Gloves.


	4
	Band Saw speed in feet per minute is set according to material specifications which are located on the side of the machine.
	


	5
	Blade guard is set for thickness of material to be cut.--
	


	6
	Main power is turned on, Machine is turned on, material is laid on cutting table and pushed up against material guide and gently fed into blade by pushing forward into teeth.
	Personal protective equipment (PPE) should include the following: Safety Glasses and Leather Gloves to protect eyes from flying metal chips and cuts on hands from blade and material.  Training in the proper operation and maintenance of the Grob Vertical Band Saw should be made mandatory for all authorized machine shop personnel.


	7
	Machine cutting table is cleaned of metal cuttings using hand sweeper and dust pan.
	


END OF SAFE WORK PROCEDURE
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