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General Notes: 

Personal Protective Equipment

	Safety Glasses, Steel Toe Shoes 


Hazards Present

	N/A


	Cut


	Mechanical Energy--Eye


	Eye


Safe Work Procedure

	1
	Vertical Horizontal Milling Machine is used primarily in the horizontal position to precision cut softer --metals such as aluminum.  Vertical Horizontal --Milling Machine is operated using hand control for vertical and horizontal movement. 
	N/A


	2
	Machine is set up by first ensuring that main power is turned off. Cutting tool is selected and secured  in chuck. Material to be cut is then secured in vice. Hydraulic Lift is sometimes required to lift heavier materials onto material vice.--  
	Caution must be exercised when inserting and removing cutting tools because they are very sharp.--Training in the operation and maintenance of the Vertical Horizontal Milling Machine should be made mandatory for any authorized --machine shop employee. Caution should be exercised when lifting and moving materials with Hydraulic Lift to ensure that material does not become unbalanced and fall. --Training workers in proper lifting technigues


	3
	Main power is turned on and cutting tool is advanced by turning appropriate handle until --material makes contact with blade and cutting --begins.
	Never attempt to adjust metal to be cut when cutting tool is running.--Caught in hazard and cut to hand hazard exists.--The probability of metal cuttings becoming airborne are reduced by the  use of cutting oil during machine operation. Safety Glasses should be worn at all times while operating the Horizontal Vertical Milling --Machine. 


	4
	Machine main power is turned off and metal --cuttings are cleaned up with a hand sweeper and dust pan.
	Personal protective equipment (PPE) should include the following; --Safety Glasses
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