MAST

SAFE WORK PROCEDURE

	Job Name:

Welding on Vehicle (LSD)
	Facility:

MAST
	Analysis By:




General Notes: 

Personal Protective Equipment

	Leather outer clothing, welding mask, steel toed work boots


Hazards Present

	Vehicle rolling over person, being driven away


	Muscle strain


	Tripping


	fire


	burns


	glare


	fire


	fire


	burns


	Smoke inhalation


	Electrical shock


Safe Work Procedure

	1
	Secure vehicle
	Chock wheels, remove ignition key


	2
	Position welder/cables
	Do not lift by hand (use shop crane)


	3
	
	Position welding cables, electrical cords, etc. away from walking area, place barrier if cables may cause a tripping hazard


	4
	Prepare welding area
	Remove paper, grease, oil and other combustibles from the area, ensure fuel and fuel vapours are not present


	5
	Prepare to weld
	Wear noncombustible clothing, i.e. cotton or cotton blends, wear protective pants, jacket, gloves


	6
	
	Wear welding mask


	7
	
	Position a fire extinguisher nearby


	8
	Welding
	Check that welding sparks are not contacting combustibles, use lookout if necessary


	9
	
	Be careful of hot metal, get into a position to prevent sparks from contacting skin


	10
	
	Use exhaust fan to draw smoke away from work area, position body as far from smoke path as is practical


	11
	
	Do not contact ground clamp or grounded metal and electrode with any part of your body, turn off welder when not in use
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Page 1

