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MAST
Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	

	Job Title:
	109 Manual Part Trimming &    De-burring 
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  Safety Eyewear, Safety Footwear, Leather Gloves, Dust Respirator

GENERAL NOTES:  
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Transport composite part from 3/5 axis gantry or transport cart to workstation
	a) Strain/sprain from carrying heavy and/or awkward composite part--b) Damage to composite part while in transport--c) Hand/finger laceration/sliver from edges of composite part--d) Trip/fall over composite parts, tools and/or "Tab Remover" air hose--e) Foot injury from dropping composite part
	a) Get a co-worker to assist in carrying composite parts that appear to be heavy and/or awkward to transport by oneself--b) Practice caution by not dropping, dragging or bumping composite parts on floor and/or obstacles--c) Wear recommended gloves--d) Clean/clear work area/surfaces of unused tools and/or composite parts.  Ensure Tab Remover air hose is not in path of transport--e) Wear recommended footwear


	2
	Cutting off composite part tool tabs using Tab Remover
	a) Hand/finger laceration/amputation from cutting blade of Tab Remover--b) Damage to composite part from incorrect cut--c) Foot injury from dropping Tab Remover
	a) Keep hands/fingers at safe distance from cutting blade of Tab Remover--b) Ensure Tab Remover is set correctly before making cut--c) Wear recommended footwear.  When not in use store Tab Remover at a distance away from edge of working surface.


	3
	Remove burrs on composite part by hand sanding and/or filing
	a) Hand/finger abrasion from hand sander/filer--b) Hand/finger laceration/sliver from handling composite part--c) Inhalation of dust/filings
	a) Wear recommended gloves.  Keep opposite hand at a safe distance from hand sander/filer--b) Wear recommended gloves--c) Use recommended respiratory protection


	4
	Transport de-burred composite part to inspection
	a) Strain/sprain from carrying heavy and/or awkward composite part--b) Damage to composite part while in transport--c) Hand/finger laceration/sliver from edges of composite parts--d) Trip/fall over composite parts, tools and/or Tab Remover air hose--e) Foot injury from dropping composite part
	a) Get a co-worker to assist in carrying composite parts that appear to be heavy and/or awkward to transport by oneself--b) Practice caution by not dropping, dragging or bumping composite parts on floor and/or obstacles--c) Wear recommended gloves--d) Clean/clear work area/surfaces of unused tools/composite parts.  Ensure Tab Remover air hose is not in path of transport--e) Wear recommended footwear


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:
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