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MAST
SAFE WORK PROCEDURES
	Division:
	
	Analysis By:
	
	Date:
	Sep/12/2006

	Department:
	
	Supervisor:
	
	Frequency:
	Hourly

	Job Title:
	Auto Body Metal
	Approved By:
	
	JSA Number:
	

	Job Title:
	Body Fillers 
	Job Performed By:
	Teacher and or students
	
	


Required Personal Protective Equipment:  Use only with adequate ventilation - approved personal respirator, particulate respirator, rubber gloves, CSA approved safety glasses/goggles, CSA approved steel-toed boots/shoes and 100% cotton coveralls 

GENERAL NOTES:  DO NOT SPILL HARDENING AGENTS OR FILLER ON SKIN SURFACE. Follow all first aid requirements per instructions on MSDS Sheets and container.

No matches, lighters or cell phones allowed in the shop area.  Long hair should be tied back; strings and hoods from pullovers/sweaters should be removed or tucked inside of coveralls.  Long necklaces and or bracelets should be removed.
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Mixing of body fillers --Remove filler from container with appropriate mixing utensil and place on mixing board.--Apply required amount of hardening agent to filler and mix thoroughly.
	Vapor-Toxic - May affect brain or nervous system causing dizziness, headache or nausea.  --Notice - Reports have associated repeated and prolonged --occupational overexposure to solvents with permanent brain and nervous system damage, intentional misuse by deliberately--concentrating and inhaling the contents may be harmful or fatal.--Vapor-Irritant- eye, skin nose and throat irritation.--Flammable--
	Personal protective equipment (PPE) should include the following; Approved personal respirator, particulate respirator, safety goggles  rubber gloves and long sleeved coveralls.--Ventilation use only with adequate ventilation - doors open, exhaust fans on-Ensure fresh air entry during application and drying of fillers.--Keep away from any ignition source - heat, sparks and flames.--


	2
	Application of fillers ---Apply with spreader after mixing to damaged surface.--Discard any unused filler in an approved container.
	Vapor-Toxic--Vapor-Irritant----Skin Irritation--Flammable
	Personal protective equipment (PPE) should include the following; Approved personal respirator, particulate respirator, safety goggles  rubber gloves and long sleeved coveralls.--Ventilation use only with adequate ventilation - doors open, exhaust fans on--Ensure fresh air entry during application and drying of fillers.--Keep away from any ignition source - heat, sparks and flames.--


	3
	Sanding of body fillers ---Do not breathe sanding dust or vapors.--Wash hands thoroughly after sanding.
	Dust-Toxic--Dust-Irritant--Vapor-Toxic--Vapor-Irritant
	Personal protective equipment (PPE) should include the following; Approved personal respirator, particulate respirator, safety goggles  rubber gloves and long sleeved coveralls.--Ventilation use only with adequate ventilation - doors open, exhaust fans on--Ensure fresh air entry during application and drying of fillers.--Keep away from any ignition source - heat, sparks and flames.--


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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