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MAST
SAFE WORK PROCEDURE
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	Auto Body Paint
	Approved By:
	
	JSA Number:
	

	Job Title:
	160 Paint Booth Paint Mixing Room 
	Job Performed By:
	Teacher and or students
	
	


Required Personal Protective Equipment:  CSA approved safety glasses or face-shield, CSA approved steel-toed boots/shoes, coveralls, and air fed respirator, rubber gloves, and nylon suit

GENERAL NOTES:  No lighters, matches or cell phones allowed in shop area.  Long necklaces and or bracelets are to be removed.  Long hair should be tied back.  Strings hanging from pullovers/sweaters should be removed or tucked inside pullover/sweater.  Hoods from pullovers/sweaters should be tucked inside pullover/sweater or removed.  
Safe Work procedure:

	Step
	Description
	Hazard
	Controls


	1
	Paint Booth is used for painting, treating and cleaning metal components prior to welding
	N/A
	N/A


	2
	Extensive inventory of solvents, thinners and paint additives are stored in approved storage cabinets in paint mixing room. Consult MSDS --library before using any materials stored in paint mixing room or paint booth.
	Numerous hazards depending on the materials used.
	Always refer to the MSDS library before using any materials in the paint booth.  Always use the required personal protective equipment.


	3
	Paint Booth Filter exhaust system is activated prior to performing any paint booth operations 
	Faulty non-operational equipment
	Ensure that the ventilation system in the booth is on and working properly.


	4
	Because of the varied painting and cleaning related operations applicable to the paint mixing room exposure hazards and control classes will be the primary portion of this JHA and SWP.
	Chemical - irritant
	Ventilation: Filtered exhaust system, person protective equipment (PPE) should include the following; rubber gloves, rubber apron and safety glasses, coveralls, steel toed boots/shoes.  Training workers in proper lifting techniques.  --Mandatory training in the proper use of all chemical components as well as operation and maintenance of the paint mixing room is a requirement for staff and students.


	5
	Because of the varied painting and cleaning related operations applicable to the paint booth exposure hazards and control classes will be the primary portion of this JHA.
	Chemical - irritant
	Ventilation: Filtered exhaust system, person protective equipment (PPE) should include the following; fresh air respirator, rubber gloves, rubber apron, coveralls, steel-toed boots/shoes.  Mandatory training in the proper use of all chemical components as well as operation and maintenance of the paint booth area is a requirement for staff and students.


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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