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MAST
 Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	28

	Job Title:
	28 Compressor service
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  
GENERAL NOTES:  
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	
	CHANGING THE OIL
	
	


	1
	Turn the power off 
	Hand injury due to unexpected start-up of machinery
	Ensure power is OFF


	2
	Place a bucket under the drain
	
	


	3
	Remove the drain plug
	Equipment Damage
	Use the correct tool for the job. Use a wrench, as opposed to pliers.


	4
	Remove the fill cap to and allow oil to completely drain from the unit.
	
	


	5
	Replace the drain plug
	
	


	6
	Replace the oil with the proper grade
	Spill
	Spill control should include the following; using a funnel


	7
	Replace and tighten the plug
	
	


	
	TEST THE PRESSURE RELEASE VALVE
	
	


	1
	Pull up on the spring loaded pressure release valve
	
	


	2
	Make sure the valve closes fully when released
	
	


	
	BLOW DOWN THE TANK
	
	


	1
	Find the blowdown valve located near the bottom of the tank.
	Muscle Strain
	Follow established procedures keep back straight, bend knees


	2
	Open the valve
	Pressure discharge
	Stand clear of discharge area


	3
	Close valve
	
	


	4
	Mop up any water discharged from the unit
	Slip
	


	
	OIL THE MOTOR
	
	


	
	CHECK THE BELT FOR DAMAGE
	Equipment Failure
	Replace if necessary


	
	CLEAN THE UNIT
	
	Double-check to make sure power is OFF. Take care not to --inadvertently turn it back ON while cleaning.


	
	Turn power back on
	
	


	
	
	
	


	
	
	
	


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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