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MAST
Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	

	Job Title:
	93 Filter Changing - Coil Washing
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  
GENERAL NOTES:  
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Removal of filters
	Cuts, burns
	Gloves, goggles, overalls, hard hats.


	2
	Washing of filters
	Eye injuries, caustic burns, infections to operator from filter dust.
	Goggles, gloves, use of disinfectant on hands, use dust masks..


	3
	Installation of filters
	Cuts, abrasions, muscle strains, slipping and falling, concussion injuries.
	Wear safety shoes, gloves, goggles, overalls, hard hats.  Use correct lifting procedure.


	4
	Confined area
	
	Flashlight mandatory.  Notify custodial where you will be working in the building.


	5
	Scaffold or ladder
	
	Ensure ladder is in a proper and safe working order with no broken or damaged rungs and side rails.  Position the ladder in a manner so that the base is 1/4 to 1/3 its height away from the wall and it is secured at top and bottom.


	6
	Roof work
	
	Within 6 feet of edge, safety harness lanyard on to life line anchor or other security.  Use of guard railing or barrier, scaffolding erected to proper height with safety railing anchored or supported by out riggers above.


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:
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