[image: image1.emf]

MAST

Safe Work procedure
	Division:
	MAST
	Analysis By:
	
	Date:
	Apr/11/2008

	Department:
	School division
	Supervisor:
	
	Frequency:
	

	Job Title:
	All
	Approved By:
	
	JSA Number:
	

	Job Title:
	Lead Soldering
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  
GENERAL NOTES:  
Safe Work procedure:

	Step
	Description
	Hazard
	Controls


	1
	Wear appropriate personal protective equipment--Turn ventilation system on.
	Solder spatter contacting eyes--Fugitive emissions 
	Always wear safety glasses--Ensure ventilation system is on. If the shop is not equipped with source ventilation avoid breathing fumes.


	2
	Turn power on
	Electrical shock
	Make sure the cord is not tangled to prevent it from contacting the hot element. 


	3
	Secure Iron
	Burn
	Grasp by the handle  and hold properly


	4
	Apply Tip to work
	Burn
	Make sure Tip only comes into contact with sponge, work or solder


	5
	Apply solder
	Burns caused by overheated work
	Use pliers or vice to hold work


	6
	Rest Soldering Iron
	Putting Iron down where someone might burn themselves
	Store soldering iron in rest until it is cool.


	7
	Wash Hands
	Lead poisoning
	Hygienic Work Practices: Wash hands thoroughly after handling solder containing lead and no eating or smoking


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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