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MAST

Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	

	Job Title: Conveyor Toaster
	
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  
GENERAL NOTES:  
Safe Work procedure:
	Step
	Description
	Hazard
	Controls


	
	Operation
	
	


	
	Set power switch to full power.

Set to “Toast” for 2-sided toasting or “Bun” for 1-sided toasting.

Set speed control to #5.

Allow 20 minutes for toaster to warm up.

Set speed control to desired setting.

Place bread on conveyor.

Adjust speed control   - increase speed to lighten

- decrease speed to darken.

Set power switch to standby when not in constant use.


	If toaster not unplugged before cleaning could cause electrical shock.

If toaster not cooled before cleaning could cause burns to hands.

If setting too high could cause burned toast and create smoke in the kitchen
	Ensure proper speed is selected.

Ensure toaster is unplugged before cleaning.

Ensure toaster is cool before cleaning


	
	Cleaning
	
	


	
	Allow to cool.

Wipe exterior with damp cloth.

Remove receiving and reflector trays – remove crumbs.
	Electrical Shock
	Ensure toaster is unplugged.


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:
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