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Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	Daily

	Job Title:
	
	Approved By:
	
	JSA Number:
	33

	Job Title:
	33 Draw plate vice use
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  Full face mask, leather gloves

GENERAL NOTES:  The "Draw plate vice" is used to "thin and stretch" metal wire but pulling the wire through progressively smaller holes.
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Thread the metal wire through the smallest opening as possible on the plate. 
	
	


	2
	Attach the draw plate tongs to the metal to be stretched.
	Head injury
	Follow established procedures... Stand clear of the rotating crank while adjusting the draw plate tongs


	3
	Attach the belt to the tongs
	
	


	4
	Rotate the crank to thin and stretch the metal by pulling it through the hole in the plate
	Muscle Strain--Spring-back of metal and/or clamp if the metal breaks
	Assess muscle strength, do not overexert yourself--Personal protective equipment (PPE) should include the following; full face mask


	5
	Repeat steps 1-4 using progressively smaller holes until the metal is the desired thickness
	As per steps 1-4
	As per steps 1-4


	
	
	
	


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:
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