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Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	40

	Job Title:
	40 Aerator operation
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  Safety footwear, Hearing protection, safety glasses

GENERAL NOTES:  Always allow machinery to cool before adding fuel.
Job Safety Analysis:
	Step
	Description
	Hazard
	Controls


	1
	DO NOT OPERATE UNTIL TRAINED BY THE GROUND CREW SUPERVISOR....OPERATE ONLY WITH THE PERMISSION OF THE GROUND CREW SUPERVISOR
	
	Division Policy


	2
	Place weight in body, secure latch
	
	


	3
	If additional weight is required fill water tank
	
	


	4
	Transport wheels must be in the "down" position except when over area to be aerated.
	Equipment Damage
	Always have transport wheels in "down" position when crossing sidewalks, roads etc.


	5
	Start engine by pulling start-up rope.
	Muscle Strain
	Assess muscle strength...be sure you are physically capable of performing the task.


	6
	Lift transport wheels by pulling lift lever
	
	


	7
	Push handle down to elevate water tank to 2 to 3 inches
	
	


	8
	To aerate pull rearward on clutch-throttle lever
	
	


	9
	To stop aerating release clutch-throttle lever
	
	


	10
	To turn, lift tines from ground and pivot on water tank
	
	


	11
	For reverse, lower transport wheels and pull backwards
	
	


	12
	To load or transport the aerator remove the weight and drain the water tank
	
	


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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