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MAST 

Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	45

	Job Title:
	45 Removing ceiling tiles suspected of containing asbestos
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  Use of a respirator is optional for this task. However, the school division must provide respirators to workers who choose to use a respirator and must ensure proper training has been provided and a qualitative fit-test performed. The use of disposable clothing is also optional. Should non-disposable clothing be used any visible asbestos contamination shall be cleaned using a HEPA vacuum immediately following the completion of work

GENERAL NOTES:  Check the facility asbestos survey to determine if ceiling tiles are suspected of containing asbestos. Equipment includes: HEPA vacuum (or use of "wet" method), barrier tape and sign, plastic sheet (drop cloth), labeled asbestos bags, misc. small tools & cleaning supplies (scraper, sponge, bucket etc.)
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Undo any fasteners necessary to remove ceiling tile. Break only if unavoidable. If broken, maintain edges in a moistened state.
	Asbestos
	Wet any broken edges


	2
	Where tiles are glued to substrate, wet material and use a hand scraper to remove adhering material.
	
	


	3
	Place removed material into an approved, labeled asbestos waste bag. Clean surrounding area with a HEPA filter equipped vacuum or with wet methods provided all cleaning rags are disposed of as asbestos waste.
	
	


	4
	Drop sheets that are not cleaned shall be disposed of as asbestos waste.
	
	


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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