MAST 

[image: image1.emf]

Safe Work Procedure
	Division:
	
	Analysis By:
	 
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	49

	Job Title:
	49 Roofing safety
	Job Performed By:
	Caretakers Trades
	
	


Required Personal Protective Equipment:  CSA Approved means Green Triangle Footwear

GENERAL NOTES:  
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Climb ladder up to roof to inspect area of work
	Fall, electrocution
	Follow established procedures detailed in JHA #10 "Ladder Safety"


	3
	Transport tools & materials  to roof.
	Falling of equipment, materials and muscle strains
	Use appropriate hoisting equipment to raise tools and materials to roof


	3
	             FALL PROTECTION
	Fall protection is required when working within 6 feet of the edge of a roof that is higher than 8 feet.
	Use of fall protection devices is required by WSH Act regulations. You must be trained and equipped with the appropriate devices. Devices may include, but are not limited to guardrails, roof anchors, safety lines and lanyards. ***Training is essential***


	4
	Use appropriate fall protection procedures and devices for tasks requiring those procedures and devices
	
	


	5
	Hot application 
	Burn-Chemical--Burn-Heat--Burn-Sun--Fire
	Follow Division OP #31009 "Hot Work operating procedure"


	6
	Cold application
	Possibility of caustic burns, toxic fumes
	Refer to MSDS for chemicals. Use appropriate PPE as indicated on the MSDS


	8
	Installing flashing
	Cut
	Follow established procedures


	9
	Shingling
	Potential of slipping or falling off roof or falling through roof
	Use of safety harness, lanyard safety line to anchor along with use of toe board


	10
	Sloped roof (metal)
	Slipping and falling from roof, metal
	Use of safety harness, lanyard (Fall Arrest) safety line to anchor or suitable security


	12
	Fixed ladder (access to roof)
	Slipping or falling because of accidental or ladder condition
	Check ladder condition, overall construction, welding, security to building.  Notify shop of unsafe conditions. Long-term...install cages around fixed ladders Climb ladder properly, 3 point contact i.e. 2 feet - 1 hand, 2 hands - 1 foot etc. 


	13
	Access through roof hatches
	Potential to fall off ladder or through hatch from roof
	Make sure area around ladder is clear of debris.  Make sure safety rail is up.  Once on roof place guard rail around hatch or close lid.


	
	Power tool use
	Various
	Follow established procedures for each tool


	14
	
	Potential cuts, electric shock, burns
	Check all electrical cords, extension cords, ground and tools in  general first.  Check all fluid levels.  Fire extinguisher on hand.


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:







�








Page 1 of 2                                                                                                             Print Date: Mar/15/2006

