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MAST
Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	

	Job Title:
	76 Changing a Sink or Basin
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  
GENERAL NOTES:  Any wet area of work G.F.I. use is required
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Disconnect water pipes and drains
	Dust and debris could fall in eyes, chipped porcelain could cut hands.
	Wear goggles and gloves, check and cover chips with tape.


	2
	Unsolder old p-trap
	Burns, breathe unhealthy smoke
	Exercise caution, wear gloves, cut off with a saw rather than using a torch.  Goggles required.


	3
	Remove old hangers and clips
	Screw driver could slip and cut hands
	Wear gloves and use the proper size screwdriver


	4
	Install new hangers
	Cut hands with screwdriver.  Dust in eyes.
	Use Robertson type screws.  Use goggles and gloves.


	5
	Install faucet
	Wrench could slip.  Porcelain could chip.
	Wear goggles and gloves.  Use proper wrenches.


	6
	Hand basin
	Fall on foot, strain back
	Lift with legs.  Have a second person line up the hangers.


	7
	Solder
	Molten solder could drip on hands and arms.  Burn hands from touching pipe.
	Wear gloves.  Don't work directly beneath the solder joint.  Use safe flux.  Use eye protection.


	8
	Hook-up supply tubes
	Debris could fall into eyes
	Wear eye protection


	9
	Dispose of old fixtures
	Cut on broken porcelain
	Wear gloves.  Use proper lifting techniques


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:
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