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Safe Work procedure
	Division:
	Mast
	Analysis By:
	
	Date:
	Feb/25/2008

	Department:
	School Division
	Supervisor:
	
	Frequency:
	

	Job Title:
	All
	Approved By:
	
	JSA Number:
	

	Job Title:
	Mold a straight edge on wood using a stationary spindle shaper
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  
GENERAL NOTES:  Operators must be trained by a qualified trainer, demonstrate competency and receive pre-approval to operate machinery, by the Instructors in the Carpentry and Woodworking Department.
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Remove the shaper fence assembly.
	A) Strain from lifting.--B) Injury to foot if dropped.
	A) Prepare ahead of time a safe location for placing the fence assembly.  Get assistance for lifting if needed.--B) Wear approved safety footwear.--


	2
	Remove lock nut and keyed lock washer from spindle.
	A) None
	


	3
	Install the cutter.
	A) None
	


	4
	Install the guard (Safe Guard II).
	A) None
	


	5
	Install the keyed lock washer and lock nut; Tighten.
	A) None
	


	6
	Replace and adjust fence.
	A) Strain from lifting.--B) Injury to foot if dropped.--C) Fingers may be pinched between table and fence assembly.--
	A) Get assistance for lifting if needed.--B) Wear approved safety footwear.--C) Hold so that no part of the hand is underneath the fence assembly when replacing.


	7
	Adjust cutter height.
	A) None
	


	8
	Turn machine on then off again to determine correct cutter rotation.  Reverse motor direction if necessary.
	A) Potential injury to hands from rotating cutter.--B) Any items on the table can vibrate into cutter and be thrown.--C) Cutter may strike fence and dislodge chips.
	A) Keep hands away from rotating cutter.--B) Clear table of all items before turning shaper on.--C) Before turning machine on, rotate cutter over by hand to ensure that it is clear of fence.


	9
	Shape the molding on the edge of the stock.
	A) Kickback causing injury to operator--B) Injury to hands--C) Potential hearing loss--D) Toxic dusts--E) Flying debris may cause injury to eyes--
	A) Whenever possible position cutter head so that it cuts from underneath the stock.--Ensure that the fence is securely fastened to the shaper table.--Position cutter so that it is buried in the fence.  NEVER PASS STOCK BETWEEN THE FENCE AND THE CUTTER.--Be sure to correctly adjust the two-stage fence when removing the entire edge.--Be sure that cutter rotation is correct.  Feed the stock only against the cutter rotation.--Be sure that cutters are clean and sharp.--Be sure to use correct and safe hand position when feeding stock.--Use featherboards whenever possible.--Be sure that the keyed lock washer is used and that the lock nut is securely tightened.--Use as large a table insert ring as possible for the size of cutter you are using.--Shape the molding with a series of light passes rather than a single heavy pass.--B) Use a push stick on small stock.--Use guard and featherboards whenever possible.--Be sure that the keyed lock washer is used and that the lock nut is securely tightened.--Be sure to use correct and safe hand position when feeding stock.--Ensure that the fence is securely fastened to the shaper table.--Adjust fence so that it surrounds the cutterhead as much as possible.--Remove loose watches, rings and other jewellery.  Roll up loose sleeves.--Do not wear gloves at any time during this operation.--Provide adequate support for all stock when shaping.--Be sure that cutter rotation is correct.  Feed the stock only against the cutter rotation.--Shape the molding with a series of light passes rather than a single heavy pass.--Be sure that cutters are clean and sharp.--C) Use appropriate hearing protection.--D) Use a dust mask when necessary.--E) Always use approved eye protection when operating the shaper.


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:
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