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MAST
Safe Work procedure
	Division:
	
	Analysis By:
	
	Date:
	Sep/12/2006

	Department:
	
	Supervisor:
	
	Frequency:
	Hourly

	Job Title:
	Auto Body Metal
	Approved By:
	
	JSA Number:
	

	Job Title:
	Automobile Jig 
	Job Performed By:
	Teacher and or students
	
	


Required Personal Protective Equipment:  CSA approved steel-toed safety boots/shoes, CSA approved safety glasses/goggles,
100% cotton coveralls

GENERAL NOTES:  No matches, lighters or cell phones allowed in the shop area.  Long hair should be tied back; strings and hoods from pullovers/sweaters should be removed or tucked inside of coveralls.  Long necklaces and or bracelets should be removed.
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Jack up vehicle--Remove body mount anchor bolts from vehicle.
	
	Personal protective equipment (PPE) should include the following;  goggles, coveralls, safety boots--Proper operating procedure should be followed for jacking up a vehicle


	2
	Lift body off frame assembly - using--a hoist, lift or floor jacks and place--body on safety stands
	Bodily injury -crush--Pinched Fingers--Finger / Hand Injury
	Proper operating procedure should be followed--for using a hoist, lift or floor jacks.


	3
	Remove frame assembly from body--with floor jacks or roll able dollies
	Foot--Back Strain
	Proper operating procedure should be followed--Lifting techniques--Personal protective equipment (PPE) should include the following; Safety boots


	4
	Mount Jig body supports with bolts to anchor areas on the vehicles body secure tightly
	
	Personal protective equipment (PPE) should include the following; Safety boots, Safety glasses


	5
	Secure jig body mount to jig assembly in horizontal position using high grade hitch pins and lock pins or locks
	Back Strain--Finger / Hand Injury--Crush
	Lifting techniques--Proper operating procedure should be followed - keeping hands and fingers clear of access holes or tilt area until secured with hitch pins--No-one should be under vehicle body when mounting in jig


	6
	Secure jig assembly to floor pots using high grade --safety chains, and locking hitch pins. (Locking to floor)
	
	Proper operating procedure should be followed


	7
	To tilt jig assembly - remove the horizontal hitch--pins and jack body to approx. 80 degrees.--Secure jig assembly with the high grade hitch --pins and locks and lock out jack assembly 
	Bodily injury - crush----
	Proper operating procedure should be followed - ensure "all clear is called out when jacking" 


	8
	Lowering of jig assembly follow reverse procedures as per job steps listed above--starting with #7 and working in reverse order.
	
	Proper operating procedure should be followed


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:
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