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MAST

Safe Work procedure
	Division:
	MAST
	Analysis By:
	
	Date:
	Apr/21/2008

	Department:
	School division
	Supervisor:
	
	Frequency:
	

	Job Title:
	All
	Approved By:
	
	JSA Number:
	

	Job Title:
	179 Manitowoc 2 pole hoist
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  
GENERAL NOTES:  
Safe Work procedure:

	Step
	Description
	Hazard
	Controls


	1
	Drive vehicle between lines of hoist area
	If the weight of vehicle is not centered it could tip.
	Ensure vehicle is centered


	2
	Set arms of hoist under vehicle
	Arm slipping--Finger pinched--
	Position arms in proper location of vehicle and set arm locks--Hold arm away from joint locations--


	3
	Lift vehicle on hoist
	Hoist coming down prematurely
	Secure hoist locks--Never work under a vehicle with the hoist locks disengaged--


	4
	Lower vehicle on hoist
	Students under vehicle on hoist--Equipment under hoist--
	Warn people hoist is going down--Clear equipment and release 2 locks--Unsure hoist is being lowered evenly--


	5
	Remove arms of hoist from under vehicle
	Finger pinched 
	Hold arm away from joint locations


	6
	Drive vehicle away
	Catching hoist arms with tire--Students in path of vehicle--
	Move hoist arms out of path--Blow horn--


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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