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MAST
Safe Work Procedure
	Division:
	
	Analysis By:
	
	Date:
	

	Department:
	
	Supervisor:
	
	Frequency:
	

	Job Title:
	
	Approved By:
	
	JSA Number:
	

	Job Title:
	105 Lifting (jacking) bus 
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  Steel toed work boots

GENERAL NOTES:  
Job Safety Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Ready vehicle
	Vehicle may roll into someone or object
	Ensure wheel chocks are in place forward & behind rear axle


	2
	Position lifting device (jack)
	Jack may shift, collapse
	Place jack on solid footing, lift using vehicle manufacturers recommended lift points


	3
	Apply slight lifting force to jack
	Jack may shift
	As above, stay as clear of jack as possible


	4
	Lift vehicle
	Jack may shift striking body
	Stay as clear of jack as possible, stop lift and lower


	5
	Place vehicle stands
	Vehicle may fall from lift
	Adjust and place stands as per manufacturers recommendations


	6
	Lower vehicle onto stands
	Stands may shift, collapse
	Place stands on solid footing, lower lift slowly


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:
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