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MAST

Safe Work procedure
	Division:
	MAST
	Analysis By:
	
	Date:
	Apr/11/2008

	Department:
	School division
	Supervisor:
	
	Frequency:
	

	Job Title:
	All
	Approved By:
	
	JSA Number:
	

	Job Title:
	Oxy-Fuel Cutting
	Job Performed By:
	
	
	


Required Personal Protective Equipment:  Welding mask with appropriate eye protection,  Gloves

GENERAL NOTES:  
Safe Work procedure:

	Step
	Description
	Hazard
	Controls


	1
	Turn on the oxygen and acetylene cylinders
	Pressurized cylinders if opened quickly can rupture the regulator
	Open slowly and stand to one side when opening a cylinder valve


	2
	Set the PSI of the gases 
	Explosion
	Acetylene becomes an explosion hazard when used in excess of 15 PSI so ensure acetylene is adjusted below 15 PSI


	3
	Light the OFC torch
	Explosion
	If you light the torch toward the cylinders and hoses it could explode so light the OFC torch away from the cylinders and hoses


	4
	Cut the metal
	Burn
	Cut away from you, use pliers to carry hot metal and wear protective clothing


	5
	Turn off OFC torch
	 Back flash..explosion
	 Ensure the torch is equipped with flashback arrestors.


	6
	Turn off the oxygen and acetylene cylinders
	Cylinder could tip and fall
	Ensure the cylinder is chained to a wall or something stable


AUTHORIZED EMPLOYEE INFORMATION:

	ID NUMBER:
	LAST NAME:
	FIRST NAME:
	REMARKS:


JOB HISTORY INFORMATION:

	DATE:
	REMARKS:


Approval Signature:









Date:







�








Page 1 of 2                                                                                                             Print Date: Apr/11/2008

